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Section 1135

Payment will be made under:
Pay Item Pay Unit
Drums Each

SECTION 1135
CONES

1135-1 DESCRIPTION

Furnish, install, relocate, maintain and remove cones and reflective cone collars.
1135-2 MATERIALS

Refer to Division 10.

ltem Section
Cones 1089-4

Provide cones that are on the NCDOT Approved Product List.
1135-3 CONSTRUCTION METHODS

Use reflective adhesive sheeting on all cones used between dusk and dawn. Use the same
type of reflective sheeting on all cone collars installed at any one time during the life of the
project. Do not use cones in the upstream taper of lane or shoulder closures for multilane
roadways. Do not use cones for longer than 3 consecutive days.

Use ballasting methods in accordance with manufacturer’s specification.

Cones may be used on all facilities for daytime and nighttime work with speed limits at or
below 55 mph. If used at night, the cones shall have adhesive reflective sheeting and shall
meet the height requirements in the Roadway Standard Drawings.

Cones may be used instead of drums, where allowed in the TTC plans or by the Engineer, on
facilities with speed limits above 55 mph, if both the work is performed during daylight
conditions and the devices are removed after each work period. Drums shall be used in the
tapers.

The maximum spacing for cones on multi-lane roadways is equal in feet to the posted speed
limit.

Immediately replace any cone that is torn, crushed, discolored or otherwise damaged.

1135-4 MEASUREMENT AND PAYMENT

Cones will be measured and paid as the maximum number of cones acceptably placed and in
use at any one time during the life of the project.

Relocation, replacement, repair and maintenance of cones will be incidental to the work of
this section.

Payment will be made under:
Pay Item Pay Unit
Cones Each

SECTION 1145
BARRICADES

1145-1 DESCRIPTION

Furnish, erect, maintain, relocate, ballast and remove barricades.
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